WOODWORTH 


IMA 


DESIGN... 
A bew Hyproach Lo 
COLLET CHUCKING 


TORK-LOK DESIGN . . . Inclined flats in both collet sleeve and 
arbor shaft. 


Pat. Applied Fi 


GREATER ACCURACY ... Because flat surfaces are in constant 


contact on both expansion and contraction. 


TORQUE TRANSMISSION ... Greatly increased by self ener- 
gizing feature of precision mated flats. 


LESS COLLET BREAKAGE .. . Built-in safety stops control both 


expansion and contraction. 


GEOMETRICALLY SEALED . . . Metal-to-metal contact excludes 


foreign matter thus reducing wear. 
SELF-RELEASING . . . Preload feature assures easy part removal. 


CONCENTRICITY . . . Locates straight or tapered holes on true 
center. 


The "TORK-LOK” design of Collet Arbors is another 
Woodworth engineering triumph with... 


STYLE 1 STYLE 2 ma ©r ® lo STYLE 3 


~~ (FLANGE ADAPTER («) Hex 
| Mar exten cost 
L.-J SEE PAGE 4 


BETWEEN CENTERS 


PRICE 


RANGE — STYLE CATALOG ncluding 
F one collet 


AC-1100 


-500-.592 : 
6 COLLETS 2 2100 90.00 2.46 88 Yy-24 ae pie 
— Four 1% Dia 

3 3100 245.00 4.90 88 7 | io ee 


AC-1200 55.00 | 2.90 | 1.06 | .42 
-593-.717 


: Four % Dia. 
8 COLLETS 2 2200 | 85.00 62 | .50| “pee | 1.25 | 338) .82 | %-24 umee | = = 


REQ’D 


5796 Four'% Dia. 
F 1.25 3.38 | 2.44 75) ong.i2B.c, | &75 5.44 


.718-.874 es 
10 coLLeTs | 2 2300 | 85.00 | 293 | 1.25 | .60 | .o2| so] 288 | 1.25 | 3.98 | a2 | m-24| Fou ZeDia | _ | _ 
LE : 50 B.C. 
REQ Four 13 Dia. 


3 1.25 | | a -50 1.25 3.38 


on 6.12 B.C. 


ac-i400 | 60.00 | 3.96 | 1.44| .56 | .16| 1.00) 2492 | -7508 | 195 | 4, 75 = = is 
-875-1.124 is | as Four %¢ Dia. 
scoters | 2 2400 | 90.00 | 354 | 1.44] .56 | 8 | .s6 | 82 | 1.75 | at2 | 112 | 20] Four Dia | _ | _ 
=e 3400 2 | 175 | 412 | 244] .75| S%Dia | gig | 6.98 
3 400 | 280.00 | 5.98 | 1.44| 56 | 28] 66] “32 | 1. : . CA : 


1.125-1.467 
11 COLLETS 2 2500 | 107.00 | 3.86 | 1.62 | .68 


A Four %e Dia. 
56 1.0786 1.75 4.12 1.12 | %-20 on 3.12 B.C. - — 


REQ’D L 3 
1.75 | 412 | 244| .75| Six Dia / gig | o.ge 


3 3500 295.00 6.30 1.62 -68 on 7.50 B.C. 


1.468-1.936 T i 
E Four %. Dia. 
15 COLLETS 2 2600 125.00 4.10 1.82 82 -68 68 7.4067 2.50 4.88 1.34 %-16 on 3.75 B.C. _ _ 
REQ’D 2 Six '% Dia. 


3 3600 | 350.00 | 6.74 | 1.82 82 2.50 4.88 | 2.62 75 | on 10.50B.c. | 1118 | 9.88 


AC-1700 130.00 5.82 | 2.00 


1.937-2.562 
20 COLLETS 2 2700 150.00 4.42 2.00 


iz Four %. Dia. 
qeaag | 250 | 488 | 1.34 | %-16) onaz5B.c.| — | — 


Six '% Dia. | 1118] 9.88 


3700 | 375.00 | 7.04 | 2.00 | 1.00 2.50 | 488 | 262 | .75] Og eo BC. 


ORDERING INSTRUCTIONS: Specify Arbor numbers and Collets by catalog number. 


For Example: 1—AC 2100 Arbor with AC 105 =$90.00—Additional collets are shown on 
Page 4—Arbor Shaft details quoted on application. 


© Precision ground flats. 

® Collets interchangeable on all Arbors 
within specified range. 

® Accuracy of Arbor not affected by in- 
dexing of Collet on shaft. 

@ High grade steels, precisely heat- 
treated. 


@ Vulcanized rubber sealing of Collets 


SURFAC a .500-2.562 for special jobs is available on 


application. 


500- .515 .937- .967 1.750-1.780 
516- .530 102 968- a 404 1.781-1.811 611 
531- .546 103 1.000-1.030 405 1.812-1.842 612 
‘547-561 | 104 | 88 1.031-1.061 | 406 $15.00 17 343-1.874 gig | TH | Sate 
562- .577 105 1.062-1.092 407 1.875-1.905 614 
| .578- .592 106 1.093-1.124 408 || 1.906-1.936 615 
593- .608 | AC 201 | 1.125-1.155 | AC 501 || 1.937-1.967 | AC 701 
609- .624 202 1.156-1.186 502 1.968-1.999 702 
625- .639 203 1.187-1.217 503 2.000-2.030 | 703 
| .640- .655 204 | 56 | 15.00. {1208-1249 2.031-2.061 704 
656- .670 205 1.250-1.280 2.062-2.092 705 
671- .686 206 1.281-1.311 1.62 | 22.00 || 2.099-2-124 706 
687- .702 207 1.312-1.342 || 2.125-2.155 707 
.703- .717 208 1.343-1.374 2.156-2.186 708 
718- .733 | AC 301 1.375-1.405 2.187-2.217 709 
.734- .749 302 1.406-1.436 2.218-2.249 710 
.750- .764 303 1.437-1.467 2.250-2.280 a) | 
.765- .780 304 ||1.468-1.499 || 2.281-2.311 712 
781- .796 305 | 1 55 | 15.00 || 1-500-1.530 2.312-2.342 713 
.797- 812 306 1.531-1.561 2.343-2.374 714 
813-827 a 307 1.562-1.592 604 | 199 | 30,99 || 2:375:2.405 715 
828- .843 308 1.593-1.624 2.406-2.436 716 
844- 858 | 309 1.625-1.655 || 2.437-2.467 717 
859- .874 310 1.656-1.686 607 2.468-2.499 | 718 
875-905 [AC 401 | 4 4, | y509_|[1-887-1.717 2.500-2.530 | 719 
906- .936 402 1.718-1.749 2.531 -2.562 


FLANGED ADAPTER AIR ACCESSORIES . . . Woodworth stocks all accessories for efficient 
FOR STYLE #1 operation of your Style 3 Collet Arbor. Furnished with the Arbor 


is a rotary slip coupling. Available at an additional cost is a 

= Catalog] For Use SPECIFICATIONS Se : 
No. On ” three-way valve and a combination air pressure regulator, oiler 
= and filter. Pilot ring and piping is to be furnished by the customer. 

ac-1s| ,, Ac: Four 24” Wide | 951 41, 
TAP | 199) 41-12-1300} Slots on 2! BC] *” 
ain 2” Wi . ; 
2 ac-455] 4 AG | 14. Sit abe SPECIAL APPLICATIONS ... to fit your particular requirements are 
® 


Four %" Wide promptly designed and quoted. Submit blueprint of part and 
% 


ac-655| ,, AG. x : ‘ : ane . 
16-178 Sloteon S's BG) state pertinent machine mounting information. 


Woodworth Sales Engineers are located in every major industrial area in the United States and Canada. Upon purchasing 
a Woodworth standard Collet Arbor the nearest representative’s name, address and telephone number will be printed 
on the “‘Customer’s Acknowledgement” copy of your order. 


WOODWORTH 


1300 EAST NINE MILE ROAD «+ DETROIT 20, MICHIGAN 


-WOODWORTH 


DESIGN... 
Allow Ayyproach lo 
COLLET CHUCKING 


TORK-LOK DESIGN . . . Inclined flats in both collet sleeve and 
arbor shaft. 


Pat. Applied For 


GREATER ACCURACY ... Because flat surfaces are in constant 


contact on both expansion and contraction. 


TORQUE TRANSMISSION .. . Greatly increased by self ener- 
gizing feature of precision mated flats. 


LESS COLLET BREAKAGE . . . Built-in safety stops control both 


expansion and contraction. 


GEOMETRICALLY SEALED . . . Metal-to-metal contact excludes 
foreign matter thus reducing wear. 


SELF-RELEASING . . . Preload feature assures easy part removal. 


CONCENTRICITY . . . Locates straight or tapered holes on true 
center. 


The ''TORK-LOK”’ design of Collet Arbors is another 


Woodworth engineering triumph with... 


SH Ct I, a 


STYLE 1 STYLE 2 Q ©r ® a STYLE 3 
Sah | 


~~ (FLANGE ADAPTER 
' My EXTRA COST. 
LL. J SEE PAGE 4 


BETWEEN CENTERS 


PRICE 
RANGE — STYLE CATALOG including 
i one collet 


AC-1100 


es) wl woe on ae 3.3 y nouns Die 
6 ee . .! 88 al "4692 25 38 82 %o~-24 on 2.50 B.C, - - 
—- a i 7 
3 soo | 245.00 | 4.90] .s8| 39 | 62 | so | 2% | 1.25 | 338 | 24a | 76 | Fourie Dia | p75 |] 5.44 


593-717. |-— : : — : 
scottets | 2 2200 | 95.00 | 270 | 1.06 | .42 | .o2| 50 | = | 125 | 338 | a2 | x24) Four %Dia | _ ] _ 
“5786 on 2.50 B.C. 
REQD = =3=}>——__J 5796 | Four'% Di 
: 1.25 | 3.38 | 244 | .75 | TOU ae | 6.75 | 5.44 


on 6.12 B.C. 


AC-1300 55.00 | 3.18 1.25 50 | 12] .75 7036 | 4995 1.00 -88 56 - - ad 


.718-.874 - 
10 COLLETS | 2 2300 | 5.00 | 2.93 | 1.25] .50 | .62| 50) 88 | 1.25 | 338 | a2 | %-24| Fou A Dia, | _ 
REQ’D 7046 Four 1% Dia 
3 3300 | 240.00 | 6.36 | 1.25 | .60 | 62 | .50 | 288 | 125 | 338 | 244 | 75 | Four Dia | o75 | 5.44 


AC-1400 60.00 3.96 1.44 56 -16 | 1.00 3442 "7495 


-875-1.124 7 
BCOLLETS | 2 2400 | 90.00 | 354 | 1.44] 56 | 28) 56) 28% | 4.75 | a12 | 112 | y-20| Four % Dia | _ ] _ 
“BAd2 on 3.12 B.C. 
ini 3 3400 | 280.00 | 5.98 | 1.44] 56 | .28| 56 | 282 | 175 | a2 | 24a | 75 | SX Dia. 
: ; 5S | BB) 288 | 08.) pags || : ! 75 | on 7.50 B.C. 


AC-1500 77.00 | 4.46 | 1.62] .68 | .18 | 1.00 7.0786 


1.125-1.467 = 
1.0796 Four %. Dia. 
11 COLLETS 2 2500 | 107.00 | 3.86 | 1.62 | 68 | .88| .56| qo7gg| 1-75 | 4.12 | 1.12 | 4-20) ongispe, | — 


REQ’D 1.0796 a i 
3 3500 | 295.00 | 6.30 | 1.62] 68 | 8] 56 | OP | 1.75 | 412 | 244 


| Six % Dia. 
76 | on750B.c. | 18 


ac-1600 | 100.00 | 6.25 | 1.82] 82] 22| 1.25) $40) LOO) 195 | 1.62 | 1.12 = = \e= 
1.468-1.936 1.4077 |, Ar Four %e Dia. 
iecouers | 2 2600 | 125.00 | 4.10 | 1.82] .82| 8 | 8 | $4022 | 250 | 4.98 | 1.34 | 16) FourrisDia | _ | 
_ 3 3600 | 350.00 | 6.74 | 1.82 | .82 | 63 | .68 | 29977) o50 | 488 | 262 | 75 | Six Dia | i449 
r ; 82 | 82 | 68 | 08 | FA) 2. : . 75 | on i0.50B.c. | ' 


AC-1700 | 130.00 | 5.82 | 2.00 | 1.00 | .25 | 1.25 1.8442 9905 2.38 | 2.06 | 1.31 - - - 


1.937-2.562 T + 7 
1.8452 Four %« Dia. 
20 COLLETS | 2 2700 | 150.00 | 4.42 | 2.00 | 1.00 | 68] .68| 7Fqq5| 250 | 4.88 | 1.34 | %-16 rea | - | 


REQ’D 


1.00 | 68] .63 | 18452) o60 | 483 | 262 | .75| Six Dia | aig] 9.88 


3 3700 | 375.00 | 7.04 | 2.00 Srna: on 10.50 B.C. 


ORDERING INSTRUCTIONS: Specify Arbor numbers and Collets by catalog number. 


For Example: 1—-AC 2100 Arbor with AC 105 =$90.00—Additional collets are shown on 
Page 4—Arbor Shaft details quoted on application. 


COLLETS 


Range: .500-2.562 


@ Precision ground flats. 


within specified range. 
®@ Accuracy of Arbor not affected by in- 
dexing of Collet on shaft. 


® High grade steels, precisely heat- 


treated. 


®@ Collets interchangeable on all Arbors 


@ Vulcanized rubber sealing of Collets 
for special jobs is available on 


application. 


FLANGED ADAPTER 


FOR STYLE #1 


Catalog] For Use 
No. On 


| SPECIFICATIONS 
Price 


AC- 
AC-155) 11-12-1300 


Tie! Wide 
12.00 Siena ove Be 3 


AC- 
acs 14-1500 


Four 2%" Wide 


14.00 | stots on 34 BC 


AC- 
& } 40-855] 16-1700 


Four %" Wide 


16.00) stots on 324 BC 


AIR ACCESSORIES ... 


SPECIAL APPLICATIONS . . 
promptly designed and quoted. Submit blueprint of part and 
state pertinent machine mounting information. 


CATALOG | ENGTH| PRICE CANO. O [LENGTH] PRICE 
-500- .515 -937- .967 1.750-1.780 
-516- .530 102 -968- .999 1.781-1.811 
-531- .546 103 1.000-1.030 1.812-1.842 
-547- .561 104 88 | $15.00 || 1.031-1.061 1.843-1.874 613 ball |i 
-562- .577 105 1.062-1.092 407 1.875-1.905 614 
-578- .592 106 ||. 1.093-1.124 408 1.906-1.936 615 
-593- .608 | AC 201 1.125-1.155 | AC 501 1.937-1.967 
609- .624 202 || 1.156-1.186 502 1.968-1.999 702 
625- .639 203 1.187-1.217 503 2.000-2.030 703 
-640- .655 204 1.06 15.00 1.218-1.249 504 2.031-2.061 iz 704 
-656- .670 205 1.250-1.280 505 2.062-2.092 705 
671- .686 206 1.281-1.311 506 1.62 29.00 2.093-2.124 706 
.687- .702 207 I 1.312-1.342 507 . : 2.125-2.155 707 
-703- .717 208 —_ 1.343-1.374 508 2.156-2.186 708 
-718- .733 | AC 301 1.375-1.405 2.187-2.217 709 
-734- .749 302 1.406-1.436 2.218-2.249 710 2.00 40.00 
-750- .764 303 1.437-1.467 2.250-2.280 711 
-765- .780 304 1.468-1.499 | AC 601 2.281-2.311 
| -781- .796 305 1.25 15.00 1.500-1.530 2.312-2.342 
797- .812 306 1.531-1.561 2.343-2.374 714 
-813- .827 307 1.562-1.592 1.82 30.00 2.375-2.405 715 | 
.828- .843 308 1.593-1.624 2.406-2.436 716 
-844- .858 309 1.625-1.655 606 2.437-2.467 ia 717 
-859- .874 310 1.656-1.686 607 2.468-2.499 718 
875- .905 1.687-1.717 608 2.500-2.530 719 
.906- .936 1.718-1.749 2.531-2.562 


Woodworth stocks all accessories for efficient 
operation of your Style 3 Collet Arbor. Furnished with the Arbor 
is a rotary slip coupling. Available at an additional cost is a 
three-way valve and a combination air pressure regulator, oiler 
and filter. Pilot ring and piping is to be furnished by the customer. 


«to fit your particular requirements are 


Woodworth Sales Engineers are located in every major industrial area in the United States and Canada. Upon purchasing 
a Woodworth standard Collet Arbor the nearest representative’s name, address and telephone number will be printed 
on the “‘Customer’s Acknowledgement” copy of your order. 


WOODWORTH 


1300 EAST NINE MILE ROAD - 


DETROIT 20, MICHIGAN 


